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SPX650 - MAIN BOOM

 CRANE PERFORMANCE: J6
L (m) → 4,0* 4,05 5,4 6,4 7,4 8,4 9,4 10,4 11,4 12,4 14,4 15,4

1 5,00 4,00 4,00 3,70 3,40 3,00 3,00 2,90 2,85 2,80 2,40 2,00
2 5,00 4,00 4,00 3,50 3,20 2,90 2,90 2,80 2,75 2,70 2,20 1,95
3 4,00 4,00 3,20 3,10 3,00 2,80 2,75 2,70 2,65 2,30 2,10 1,90
4 2,85 2,60 2,55 2,50 2,45 2,40 2,30 2,00 1,85 1,80
5 2,40 2,20 2,15 2,10 2,00 1,95 1,90 1,75 1,70
6 1,85 1,75 1,70 1,70 1,70 1,70 1,65 1,45
7 1,45 1,40 1,40 1,35 1,35 1,30 1,30
8 1,20 1,15 1,15 1,10 1,10 1,10
9 1,00 0,98 0,95 0,95 0,94

10 0,86 0,84 0,82 0,82
11 0,70 0,70 0,70
13 0,55 0,55

13,9 0,48
↑R (m) [ton] LC650_V101_0321_BP_GANCIO_J6

 CRANE PERFORMANCE: J5
L (m) → 4,0* 4,05 5,4 6,4 7,4 8,4 9,4 10,4 11,4 12,4 14,4 15,4

1 5,00 4,00 4,00 3,70 3,40 3,00 3,00 2,90 2,85 2,80 2,40 2,00
2 5,00 4,00 4,00 3,50 3,20 2,90 2,90 2,80 2,75 2,70 2,20 1,95
3 3,50 3,50 3,20 3,10 3,00 2,80 2,75 2,70 2,65 2,30 2,10 1,90
4 2,70 2,60 2,55 2,50 2,45 2,40 2,30 2,00 1,85 1,80
5 2,30 2,20 2,15 2,10 2,00 1,95 1,90 1,75 1,70
6 1,65 1,65 1,65 1,65 1,50 1,50 1,40 1,40
7 1,25 1,25 1,25 1,25 1,20 1,20 1,20
8 1,00 1,00 1,00 1,00 1,00 1,00
9 0,80 0,80 0,80 0,80 0,80

10 0,65 0,65 0,65 0,65
11 0,54 0,54 0,54
13 0,40 0,40

13,9 0,30
↑R (m) [ton] LC650_V101_0321_BP_GANCIO_J5

*: Completely retracted boom



SPX650

2

OVERALL DIMENSIONS
SPX650CL-2

4475
4675

4010

12° 17°

3776

1530

980
Closed
Tracks

2020

1007

1380
Tracks

Extended

202
12°

OVERALL DIMENSIONS
SPX650CDH

980
Closed
Tracks

2020

202

1380
Extended

Tracks

1530

13
°

19
°

12°
17°

3966
4200

4475

4675

12°

1007

[mm]

980
Closed
Tracks

2020

202

1380
Extended

Tracks

1530

13
°

19
°

12°
17°

3966
4200

4475

4675

12°

1007

3

JIB MOUNTED ON MAIN BOOM

JIB STOWED ON THE COLUMN

SPX650CDHSPX650CL-2

SPX650CL-2 SPX650CDH

4785 4785

OVERALL DIMENSIONS

OVERALL DIMENSIONS

44604460

[mm]

3

JIB MOUNTED ON MAIN BOOM

JIB STOWED ON THE COLUMN

SPX650CDHSPX650CL-2

SPX650CL-2 SPX650CDH

4785 4785

OVERALL DIMENSIONS

OVERALL DIMENSIONS

44604460



SPX650

4

STABILITY DIMENSIONS
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Adjustable
±50mm

Max 2620

JIB TILTING PULLEY HEAD

CRANE PERFORMANCE

d = 1,10m d = 1,35m d = 1,67m d = 1,85m d = 2,25m d = 2,60m
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J5
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J2

J1 - PICK & CARRY

J0 - NO LIFTING CAPACITY

STABILITY AREA
J: Stability level with  J7 being the maximum and J2 the minimum, J1 is Pick&Carry only and J0 
has no lifting capacity.
d: Perpendicular distance between the overturning line and the center of rotation.

[mm]
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